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Beta REAR LOADER Beta 10 Beta 12

Body Capacity 10,0 m³ (13,1 yd³) 12,3 m³ (16,1 yd³)

Tailgate Capacity

L - Body Length 4,9 m 5,2 m

H - Height (above chassis frame)

W - Total Width

D - Hopper  Depth

Hydraulic Oil Tank

Hydraulic Filter

Flow

Operating Pressure

Controls

Latch and unlatch tailgate

Safety

Lighting

Communication

Miscellaneus

Sump Tank

Lighting

Lifters

Others

Tipo de Chassis / Tipo de Chasis / Chassis Type

PBT Mín. / PBV Min. / Min. GVWR 13 T 16 T

CHASSIS REQUIREMENT

STANDARD FEATURES

Rear Steps and Grab Handles

In Conformity to Local Transit Regulation

Buzzer and warning light loaders & driver

CAPACITIES AND BODY DIMENSIONS

2,2 m

175 bar

2,4 m

535 mm

HYDRAULICS

1,5 m³ (2,0 yd³)

66 LPM

120 L

Suction  - Return

Shovel and Broom Support

Levers

Manual

OPTIONALS EQUIPMENT

Strobe Light - Hopper Lightning -  Wire Mesh Protection

Metallic and Plastic Containers Lifters

Upon Request

100 L

4 x 2 


